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S TO THE CLAIMS: 



1, (Cunently Amended) System for providing online service reports to user 



rendered by one or more service providers operating at the direction of a service 
administrator, the system comprising: 

a service bub coupled between the service administrator and the one or more 
service providers^ the service hub including a receiver that receives access messages 
ttiat define access rights for fbe user subscribers^ the sendee bub also including a 
decoder that decodes the service information fiom one or more operational messages 
comprising macrp messages to convey the service information exchanged between the 
service administrator and the one or more service providers; and 

a network server coupled between the service hub and the user subscribers via 
a communication network, the network server including logic to receive a request 
ftom a selected user subscriber, and in response, provide at least a portion of the 
selected service infoimation to tbe, selected user subscriber based on fbe access rights 
defined in the access message, 

2. (Currently amended) The system of claim 1, wherein the operational 
moQOQgoo comprioo macro messages are defined according to the one or more service 
providers, the same macro message being capable of a different meaning among the 
one or more service providers to cx)nvov tfao oorvioQ informati on. 

3. (Original) The system of claim 2, wherein the decoder comprises logic to 
decode the macro messages to determine the service information. 

4- (Original) The system of claim 2, wherein the service hub receives a control 
message containing definitions for the macro messages. 

5. (Origmal) The system of claim U wherein die service hub includes a memory 
and logic to maintain a master status table Umt contains the service information 
describing services rendered by fbe one or more service providers, 

6. (Original) The system of claim 1, wherein the network server includes logic to 
authenticate the selected user subscriber that makes the request. 



subscribers, wherein the service reports contain service information about services 
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7. (Original) The system of dairo I, wherein die network server is coupled to the 
service bub via the conimuxucation netWQik* 

8. (Original) The system of claim 1, whereiu the service hub is coupled to 
multiple service administrators associated with multiple service businesses. 

9. (Original) The system of claim U wherein the operational messages inchide 
access rights for the tiser subscribers. 

10. (Currently Amended) A service hub that is operable to provide online service 
reports to user subscribers, wherein the service reports contain service information 
about services rendered by a service provider operating at the direction of a service 
administrator* the service hub comprising: 

fi processor operable to receive an access message that associates the service 
information with the user subscribers, the processor also includes logic to exchange 
operational messages, comprising macro messa<^ to convey the service infcamafan, 
between the service provider and the service administrator, 

a decoder coupled to the processor and operable to decode the q[)erational 
messages to extract the service information; and 

a server interface operable to receive a request for service information &om 
the user subscriber and provide selected s^vice information to the user subscriber 
based on fhe access message. 

IL (Currently Amended) The system service hub of claim 10, wherein the 
op e rational ro e ssag e s includ e macro messages are defined according to the one or 
more service pToviders, each macro message being capable of different meanings 
among the one or more service providers to convoy the D<» vi o e- inform a^e»> 

12. (Cunently Amended) The sysl^ service hub of claim 11, wherein the 
decoder includes logic to decode the macro messages to determine Hie service 
informarion. 

13. (Currently Amended I) The sy s t e m service hub of claim 11, wherein the 
service hub receives a control message containing definitions for the macro messages. 

14. (Currendy Amended) The s¥ste» service hub of claim 10> wherein the service 
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hub includes a memoiy smd logic to maintain a master stattts table that contains the 
service information describing services rendered by the one or more service providers. 

15. (Currently Amended ) The oyst e ro service hub of claim 10, wherein the 
processor further includes logic to authenticate the selected user subscriber that makes 
the request 

16. (Currently Amended) Hie ^st^ service hub of claim 10^ wherein Ae 
network server is coupled to the service hub via the communication network. 

1 7. (Cuirently Amended) The QystQi a service hub of claim 1 0, wherein the service 
bub is coupled to multiple service administrators associated with multiple service 
businesses. 

18. (Currently Amended ) The systen seprice hub of claim 10, wherein the 
operational messages include access rights for the user subscribers. 

19. (Currently Amended) A method for providing online service reports to user 
subscribers, wherein the service reports contain service information about services 
rendered by a service provider and coordinated by a service administrator, the method 
comprising steps of: 

determining access rights that associate the service information with the user 
subscribers; 

exchanging at least one operational message between the service provider and 
the service administrato r, the at least one operational message comprising a macro 
message: 

decoding the operational message to exn^ct die service information; 

receiving a request fyosm a selected user subscriber* and 

providing selected service information to Ae selected user subscriber, wherein 
the selected service infi>zmation is derived fiom the service information based on the 
access rights. 

20. (Original) The method of claim 19, wherein ibe stq> of determining is a step 
of determining the access rights from an access message received at the service hub. 

21. (Original) The method of claim 19, wherein the step of determining is a step 
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of detamixdng fbe access rights from the at least one opemioiaal message. 

22. (Origmal) The method of claim 19, wherein the step of decoding is a step of 
decoding one or more macro messages that represent the service infomiation. 

23. (Original) The meOiod of claim 19, wherein the step of receiving a request 
fi)tther includes a step of autiienticating the request. 

24. (Original) The method of claim 1 9, wherein the step of receiving is a step of a 
request ficom a selected user subscriber via a communication network. 

2S* (Original) The method of claim 19, wherein the step of providing is a step of 
providing selected service information to a user subscriber when a trigger event 
occurs, whmin the selected service information is derived &om ttie service 
infonnation based on the access rights. 
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